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M3A2 MILES BORESIGHT PROCEDURES
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TOW LAUNCHER BORESIGHTING

1. Verify the Master Power is on, Turret Power on, and Raise the   TOW launcher.

2. Set up the MRAD at 2,000 meters.

3. Stab. Power off, High Magnification, use Manual Controls, Have  the Gunner lay the ISU 

   TOW reticle center mass of the MRAD.

4. Use the Micrometer adjustment screws on the TOW transmitter  mount to align the TOW transmitter center mass of the MRAD.

5. Tighten the Stabilizer bar.

 TOW ZEROING

1. Verify the ISU is center mass of the MRAD.

2. Fire the TOW missile, if the MRAD light flashes, elevate the TOW till the light stops.  Move the TOW reticle (with the boresight screw) down to center mass of the MRAD.  Fire the TOW again and move the TOW down a little, when the light flashes keep moving the TOW down till it stops.  Move the TOW reticle (with the boresight screw) 1/2 way up to the MRAD.  Now move the TSU center mass of the MRAD and fire the TOW, the light will come on.

3. Fire the TOW if the MRAD light flashes, turn the Micrometer adjustment screw to the left one click at a time, till the light stops, then go back to the right (keep count of the clicks) the light will come on.  When it goes off, divide the total number of clicks by 2 and turn the micrometer adjustment  screw back to the left that many clicks.

4. Fire to confirm a kill.

5. Raise and lower the TOW launcher 3 times, then aim center mass and fire the TOW, the MRAD will flash.  TOW zeroing is complete.

25MM BORESIGHTING

1.  Turn on master and turret power

2.  Switch ARM-SAFE-RESET switch to Arm

3.  Select AP High

4.  Select LO AMMO OVERRIDE

5.  Set range to "0" on RANGE DIAL

6.   Turn on NIGHT SIGHT

7.  Using manual controls, lay the 25mm reticle center mass of the MRAD at                         2000 meters

8.  Looking through the telescope on the 25mm transmitter, move the Cross Hair of the scope center mass of the  MRAD, tighten down the locking knob

9.  Boresighting is now completed

 ZEROING THE 25MM

1. Verify the 25mm reticle is center mass of the MRAD

2. 
Fire the 25mm, if the MRAD light flashes, elevate the gun till the light stops.  When the light stops move the reticle down with the boresight screw to center mass of the MRAD (don't move the gun)

3. Fire the 25mm again and move the gun down a little, when the MRAD light flashes keep moving the gun down till it stops.  Move the 25mm reticle with the boresight screw 1/2 way up to the MRAD.

4. Now move the gun center mass of the MRAD and fire, the light will come on.

5. 
Fire the 25mm, the MRAD light will flash, traverse the gun to the right till the light stops.  When the light stops, move the reticle back to center mass of the MRAD, with the boresight screw, (don't move the gun)

6. 
Fire the 25mm again and traverse the gun to the left, when the MRAD light flashes keep traversing left till it stops.  Move the 25mm reticle to the right with the boresight screw 1/2 way back the MRAD.

7. 
Now move the gun center mass of the MRAD and fire, the light will come on, the 25mm Gun is now ZEROED  







