238

M1A2 PREGUNNERY FC CHECKS




07/03/00

1.  Each Tank Crew will complete the following list of checks of the M1A2 fire control system prior to a gunnery Density.

1. Prior to rolling out the gate for gunnery.

a. –10 PMCS complete with no deadline deficiencies

b. MBD collimated

c. Plumb & Sync complete

d. Boresight #s less than .08 in azimuth and elevation

e. Bit test passed with all go’s

f. FCS test passed

g. AAC’s complete and all passed

h. Coax solenoid adjusted IAW –10 page 2-646

i. Firing circuits test IAW –10 page 2-568

j. MRS Collimator torqued by maintenance

k. IVIS log on capable

2. Completed the morning of every firing day.

c. FCS test pass

d. MBD is in tolerance

e. Boresight complete

f. GPS boresight numbers lower than .08 azimuth and elevation

g. Boresight check complete IAW FM 17-12-1-1

h. Boresight record sheet filled out and checked by the Master Gunner

2.  Immediately following LFAST (Screening) MRS Collimator will be retorqued by maintenance.

3.  Individual Tank commanders will be held responsible for failing to complete these checks.

4.  All the above pre-gunnery checks have been completed.

TC’s Signature________________________________

5.  Maintenance confirmed the HEU/TEU buses are fully operational.

Maintenance Signature__________________________

6.  Master Gunner confirmed Boresight numbers.

Master Gunner Signature_______________________







