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Load SINCGARS (ASIP)

1. Select Radio on ANCD Main Menu.

2. Select Send.

3. Select ICOM

4. Connect ANCD to AUDIO/DATA port using W4 or Fill Cable and press (.

5. Turn Function Knob to LD on Radio and press (.

6. Press Enter on ANCD.

7. Press LOAD on Radio.

8. Disconnect ANCD when transfer complete.

9. Turn Function Knob on Radio to SQUELCH ON.

Load Time into SINCGARS (ASIP)

1. Turn Function Knob to LD

2. Press TIME Key.

3. Press CLEAR Key.

4. Enter the Julian Date.

5. Press STO key.

6. Enter PLGR time.  (For next minute)

7. Press STO when PLGR time corresponds to time entered.

8. Turn Function Knob to SQUELCH ON.

Transfer SOI from ANCD to ANCD

SOURCE ANCD

1. Select SOI

2. Select SET

3. Select SEND

4. Scroll using arrow keys and press ENTR to select.

5. Press Enter three times

6. Select ANCD.

7. Connect to ANCD and press (.  

8. Press Send key.

9. ANCD will report Status and when Transfer is successful.

TARGET ANCD

1. Select SOI

2. Select SET

3. Select RECIEVE

4. Select ANCD

5. Connect to ANCD and press (
6. Press RCV key.

7. ANCD will report Status and when Transfer is successful.

Repeat Steps for additional SOI Sets.

Steps for Both ANCDs may be done simultaneously

Transfer FILLs from ANCD to ANCD 

SOURCE ANCD

1. Select RADIO

2. Select SEND

3. Select ANCD

4. Select DATABASE.

5. Press Enter once.

6. Connect to ANCD and press SEND.  

7. ANCD will report Status and when Transfer is successful.

TARGET ANCD

1. Select RADIO

2. Select RECIEVE

3. Select ANCD

4. Select DATABASE

5. Press Enter once

6. Connect to ANCD and press RCV

7. ANCD will report Status and when transfer is successful.
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