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PLGR Self Test


Note the PLGR will automatically run a Self Test upon power up.

1. Press the MENU key until the MENU display with TEST comes up.

2. Select the Test field, then press the UP or DOWN arrow key to bring up the TEST display.  

3. Select the ACTIVATE field to start self test. 

4. Activate the QUIT field to return to the MENU display.

Organizational maintenance on the AN/PSN-11 is limited to replacing the internal power battery, memory battery, and troubleshooting using the Self Test.  Organizational maintenance on the external power cable is limited to replacement of the fuse.

Turn on Backlighting

1. Press the On/BRT key.  This will turn the Backlight on to the last used level.

Adjust Backlighting

1. Press and hold the ON/BRT key.  Use the UP or DOWN arrow keys to adjust the brightness.

Turn Unit OFF

1. Press the OFF key.
(The Power Off menu prevents accidentally turning off the PLGR)

a. Press the ON key to cancel the power off

b. Press the OFF key to immediately turn off the PLGR

c. Wait 30 seconds and the PLGR will automatically power down.

PLGR SETUP

1. Press the MENU key until the MENU display with SETUP comes up.

2. Select the SETUP field.

3. Press the UP or DOWN arrow to bring up the SETUP display.

4. Use the UP or DOWN arrow to scroll through the SETUP display.

Mode:  
CONT 

SV-TYPE:
Mixed if CRYPTO is not loaded  



All-Y if CRYPTO is loaded

UNITS:
MGRS-New



Metric

Elev:
Meter



MSL 
(MEAN SEA LEVEL)

ANGL:
Deg



Grid

Elhold:
automatic

Time:
Zulu

Err:

DIS

DTM:
WGD

LOAD CRYPTO

1. Turn on ANCD.

2. Select RADIO

3. Select COMSEC

4. Select LD

5. Select TEK

6. Use PG DN to scroll through keys.  

7. Select AKAT and press Enter.

8. Enter QUIT

9. Press Down Arrow Key (Do not connect ANCD or press LOAD on RT)

10. Turn on  PLGR

11. Connect ANCD to PLGR.  The key transfers automatically.

12. ANCD reports:  “1 KEY Transferred.”  The PLGR reports “Key Loaded”

ZERO CRYPTO KEY

1. Press the MENU key until the CRYPTO menu display is shown.

2. Select CRYTPO.

3. Scroll to CRYPTO ZEORIZE Menu.

4. Select ACTIVATE.  PLGR will report if Zeroize is successful.

Enter Way Point

1. Press the WP key .

2. Select ENTER.

3. Use the ARROW keys to select each of the data fields.

4. Use the UP or DOWN keys to change the data fields or press the NUM LOCK key and enter the data with the appropriate key.

NAVIGATE using the PLGR

1. Press the NAV key.

2. Select SLOW or 2D FAST.  (Use SLOW if dismounted or moving at less than 1.5 kph, use 2d FAST if mounted)

3. Select DIRECT, CRS TO, CRS FROM,  or ROUTE.

a. DIRECT:
From Present Location directly to the Destination Waypoint

b. CRS TO:
Along a desired course into a Designated Waypoint

c. CRS FROM:
Along a desired course away from a designated Waypoint

d. ROUTE:
Links several waypoints together to generate a route

4. Select the WAYPOINT to use.

5. Follow the directions on the screen.
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